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BS 1 is considered o Fun in a North/South direction.

NOTES

1. Geometrics shall be confirmed prior to the installation of signal equipment. Atl traffic
signal foundations shall be installed at final sidewalk or curb grade for closed sections,
highest roadway profiie ‘grade for open sections +o meet clearances as specified in MD 816.03,
MD 818.01, MD 818.02. MD 818.04. The contractor shall verify ultimate gradss prior to the
instal lation of all signal equipment.

3. Pavement markings detailed are proposed ond are to be installed by the Contractor in
ogccordance with MD-SHA standards. All other povement markings will either be instalied as
part of the Developer’s project or are to be considered os existing. ' .

4. Revision ‘H’ is a revision to the traffic signal built in July, 1984 under S.H.A. Contract
No.: 2385575808325.

. 5. All underground and overhead utilities shown on these plans are schematic and are not

to be considered complete.
companies prior to construction so that all utilities may be located in the field.

The Contractor shall be responsible for notifying all utility
If the

Contractor perceives that a confiict between the utilities and the traffic signal equipment
~ wilt occur, the Contractor shall notify the appropriate Project Engineer immediately.
6. All unused slactrical cables shall be removed and disposed of by the Contractor.
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Phases associated by a dashed line will operate concurrently.
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CONSTRUCTION DETAILS

Install 14 f+. steel pedestal pole on breck away base with signal head

{Note: one 2 in. PV conduit bend).

Instal{ handhote.

Install 2 in. polyvinyl chloride [Schedule 80] electrical conduit - frenched.
Install 3 in. polyvinyl chioride [Schedule 80] electrical conduit - trenched
Install 3 in. polyvinyl chioride [Schedule 80] electrical conduit - bored
Install 4 in. polyvinyl chioride [Schedule 80] electrical conduit - bored
Install non-invasive mirco—loop probe (set of 3.

. Use existing handhole.

Use existing conduit.
Use existing cabinet/controlier. _
Use existing handhole. pull back all existing wire, and relocate in new conduit.

-Cap ond abandon existing conduit.

Abandon existing loop detector.

Remove existing handhole. . _
Remove existing stesl pedestal pole and all gttached equipment.

Use existing cameras recim for proposed detector zone gs necessarys
Proposed pavement marking +o-be installed by others.

Use existing micro—loop probses.

Replace pedestal pole. and loops
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